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Amendments to, and Listing of, the Claims 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

1 . (currently amended) In a multi-mode bi-directional communications device, 
an apparatus for processing received downstream data comprising: 

a tuner; 

a demodulator; 

a first filter adapted for selective coupling between the tuner and the 
demodulator to provide a filtered output thereof to the demodulator for demodulation ; 
and 

a second filter adapted for selective coupling between the tuner and the 
demodulator to provide a filtered output thereof to the demodulator for demodulationT 

wh e r ei n said f i rst f i lt e r and sa i d s e cond f il t e r ar e both adapt e d for f il t e r i ng a ful l 
bandw i dth channe l botwoon sa i d tunor and sa i d demodulator . 

2. (original) The apparatus of claim 1 wherein the first filter has a bandwidth 
of 6MHz. 

3. (original) The apparatus of claim 1 wherein the second filter has a 
bandwidth of 8MHz. 

4. (original) The apparatus of claim 1 further comprising: 

a selector for selectively coupling the first filter and the second filter between 
the tuner and the demodulator. 

5. (original) The apparatus of claim 4, wherein the selector comprises a 
switch selected from the group consisting of transistors, diodes, electro-mechanical 
and mechanical switches. 

6. (original) The apparatus of claim 1 wherein the downstream data is 
filtered to pass a data signal modulation frequency of greater than 88MHz to the 
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tuner. 

7. (original) The apparatus of claim 1 , wherein the multi-mode bi-directional 
communications device is a cable modem. 

8. (original) The apparatus of claim 1 , wherein the apparatus supports 
multiple standards selected from the group consisting of the North American Data 
Over Cable Service Interface Specifications (DOCSIS) and the European DOCSIS 
standards. 

9. (original) The apparatus of claim 1 wherein the first filter is a surface 
acoustic wave (SAW) filter. 

1 0. (original) The apparatus of claim 1 wherein the second filter is a surface 
acoustic wave (SAW) filter. 
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